CDTIHPT Drone Video Transmitter & Receiver

94 Grams Weight

1080p Ultra High-Resolution Input

Low to 15ms Video Latency

Up to 5SMbps Data Rate

2.4GHz Frequency Range

AES128 Security Protection

10KM Air to Ground Transmission Distance

SHENZHEN SUNTOR TECHNOLOGY CO., LTD.

www.suntor-intl.com



Frequency Range
Bandwidth

Transmission System
Error Detection

Data Rate
RF Power

Receive Sensitivity

Video Input
Resolution
Compress Format
Color Space

Latency

2402 ~ 2482MHz
AMHz/8MHz

COFDM

LDPC FEC, Video H.264/265
Super Error Correction

3 ~ 5Mbps

1w

-100dBm@4MHz/-95dBm@8MHz

Mini HDMI

Ultra HD 1080p/60fps
H.264/H.265

4:2:0 (Default), 4:2:2/4:4:4(0p.)

15 ~30ms

SHENZHEN SUNTOR TECHNOLOGY CO., LTD.

OFFICE: 3/F, Lifeng Building, 42# of Liuxian 1st Road, Bao'an 71st District, Shenzhen, P.C. 518101, China

Start-up Time
Transmission

Data Protocol
Power Consumption

Power Supply

Security

RF Antenna
HDMI Interface
Serial Port Interface
Ethernet Interface

Power Input

Dimension
Weight

Operating Temperature

<30s
Video + Duplex Control Data

SBUS/TTL/MAVLINK Telemetry

10W (Transmitter)
6W (Receiver)

DC7 ~ 18V Power Supply

AES128 Encryption

SMA x 1

Mini HDMI (HDMI Type C) x 1
TTL Serial to USB Connector x 1
Ethernet to RJ45 Connector x 1

2Pin to DC Jack Connector x 1

72 x47 x 19mm
94g (Transmitter), 94g (Receiver)

-40°C ~ +85°C

FACTORY: 4F/A5 Guanlan Silicon Valley Power, Guiyue Road, Longhua District, Shenzhen, P.C. 518110, China
EMAIL: sales@suntor-intl.com / gabriel@suntor-intl.com
MOBILE: +86 135 9021 5519 / +86 189 3894 5567



